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SECTION I - PRODUCT IDENTIFICaTION  RERDSEP 3 1987

PRGDUCT NAME: HYDROCHLORIC ACID
FORMULA: HCL

FORMULA WT: 36046

CAS NO«: 07647~-01-0

NIOSH/RTECS NOe.: MW#025000

COMMON SYNDNYMS: MURIATIC ACIDS CHLOROHYDRIC ACIDS HYDROCHLORIDE

PRODUCT CODES: 9543495399953595367995342954499529+99542+4800995499953099548
954019547:954699537

BAKER SAF-T-DATA{(TM) SYSTEM

HEALTH - 3 (PDISCN)
FLAMMABILITY -~ O

REACTIVITY - 2

CONTACT - 3 (CORROSIVE)

LABORATORY PROTELTIVE EQUIPMENT
GOGGLES & SHIELDS LAB COAT & APRONS VENT HOOD; PROPER GLOVES
PRECAUTIONARY LABEL STATEMENTS

POISON DANGER
CAUSES SEVERE BURNS
MAY BE FATAL IF SWALLOWED
DO NOT GET IN EYESy ON SKINy ON CLOTHING.
AVOID BREATHING VAPOR. KEEP IN TIGHTLY CLOSED CONTAINER. USE WITH ADEQUATE
VENTILATION. WASH THORDUGHLY AFTER HANDLING.
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COMPONENT % ﬁAS NO.

HYDROCHLORIC ACID 35-40 7647~01~-0

BOILING POINT: 110 C ¢ 230 F) VAPOR PRESSURE(MM HG): 212
MELTING POINT:  N/A VAPOR DENSITY(AIR=1): 13
SPECIFIC GRAVITY: 1419 ’ EVAPORATION RATE: N/ A
(H20=1) (BUTYL ACETATE=1)
SOLUBILITY(H20) 3 COMPLETE (IN ALL PROPORTIONS) % VOLATILES BY VOLUME: 100
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SECTION III - PHYSICAL DATA (CONTINUED)
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APPEARANCE & (ODOR: CLEARy COLORLESS OR SLIGHTLY YELLOW FUMING LIQUID.
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FLASH POINT: N/A NFPA 704M RATING: 3-0-0

FIRE EXTINGUISHING MEDIA
USE EXTINGUISHING MEDIA APPROPRIATE FOR SURROUNDING FIREe

SPECIAL FIRE~-FIGHTING PROCEDURES
FIREFIGHTERS SHOULD WEAR PRUOPER PROTECTIVE EQUIPMENT AND SELF-CONTAINED
(POSITIVE PRESSURE IF AVAILABLE) BREATHING APPARATUS WITH FULL FACEPIECE.
MOVE EXPOSED CONTAINERS FROM FIRE AREAy IF IT CAN BE DONE WITHOUT RISKe
USE WATER TO KEEP FIRE EXPDSED CONTAINERS COOLS DU NOT GET WATER INSIDE
CONTAINERS,

TOXIC GASES PRODUCED
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TOXICITY: LC50 (INHL-RAT-1H) (PPM) - 3124
L0650 (IPR-MOUSE)(MG/KG) - 40
LD50 (ORAL-RABBIT) (MG/KG) -~ 200

EFFECTS OF OVEREXPUSURE
LIQUID MAY CAUSE SEVERE BURNS TO SKIN AND EYES.
INHALATION OF VAPORS MAY CAUSE SEVERE IRRITATION OF THE RESPIRATORY SYSTEM
INHALATION OF VAPORS MAY CAUSE COUGHING AND DIFFICULT BREATHING.

EMERGENCY AND FIRST AID PROCEDURES
CALL A PHYSICIAN.
IF SWALLOWED, DD NOT INDUCE VOMITINGS IF CONSCIOUSy GIVE WATERy MILKs OR
MILK OF MAGNESIA.
IN CASE OF CONTACTy IMMEDIATELY FLUSH EYES OR SKIN WITH PLENTY OF WATER FOG
AT LEAST 15 MINUTES WHILE REMOVING CONTAMINATED CLOTHING AND SHOES.
WASH CLOTHING BEFORE RE~USE.
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STABILITY: STABLE HAZARDOUS POLYMERIZATION: WILL NOT OCLCUR

CONDITIONS TG AVOIOD: HEATs MOISTURE
INCOMPATIBLES: MOST COMMON METALS, WATERs STRONG BASESe AMINES,

CARBONATESy METAL OXIDES
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DECOMPQSITION PRODUCTS. HYDROGEN CHLORIDE

SECTION VII -~ SPILL AND SISPOSAL PRQC&GUREb

STEPS TO BE TAKEN IN THE EVENT OF A SPILL OR DISCHARGE
WEAR SELF=-CONTAINED BREATHING APPARATUS AND FULL PROTECTIVE CLOTHING. STO
LEAK IF YOU CAN DO SO WITHOUT RISKe VENTILATE AREA. NEUTRALIZE SPILL WIT
SODA ASH OR LIME. WITH CLEAN SHOVELe CAREFULLY PLACE MATERIAL INTD CLEAN»
DRY CONTAINER AND COVER; REMOVE FROM AREA. FLUSH SPILL AREA WITH WATER.

Jeo Te BAKER NEUTRASORB(R) OR NEUTRASOL(R) "LOW NA+" ACID NEUTRALIZERS
ARE RECOMMENDED FOR SPILLS OF THIS PRODUCT.

DISPOSAL PROLCEDURE
DISPOSE IN ACCORDANCE WITH ALL APPLICABLE FEDERALs STATEs AND LOCAL
ENVIRONMENTAL REGULATIONS.

EPA HAZARDOUS WASTE NUMBER: DO02 (CORROSIVE WASTE)

SECTZGN VIII - PROTECTIVE EQUIPMENT
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VENTILATION: USE ADEQUATE GENERAL OR LOCAL EXHAUST VENTILATION
TO KEEP VAPOR AND MIST LEVELS AS LOW AS POSSIBLE.

RESPIRATORY PROTECTION: NONE REQUIRED WHERE ADEQUATE VENTILATION
CONDITIONS EXIST. IF ATIRBORNE CONCENTRATION IS
HIGHy A CHEMICAL CARTRIDGE RESPIRATOR WITH ACID
CARTRIDGE IS RECUOMMENDED. IF CONCENTRATION
EXCEEDS CAPALITY UOF CARTRIDGE RESPIRATOR, A SELF-~
CONTAINED BREATHING APPARATUS IS ADVISED.

EYE/SKIN PROTECTION: SAFETY GOGGLES AND FACE SHIELDy UNIFORMy
PROTECTIVE SUITy ACID-RESISTANT GLOVES ARE
RECGM%&ND&D.
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SAF-T-DATA(TM) STORAGE COLOR CODE: WHITE

SPECIAL PRECAUTICNS
KEEP CONTAINER TIGHTLY CLOSED. STORE IN CORROSION=-PROOF AREA.
DO NOT STORE NEAR GXIDI!ING ﬁATtRIALS.

DOMESTIC (B-D.T-)
PROPER SHIPPING NAME HYDROCHLORIC ACID
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HAZARD CLASS CDRROSIVE MATERIAL (LIQUID)
UN/NA UN1789

LABELS CORROSIVE

REPORTABLE QUANTITY 5000 LBS.

INTERNATIONAL (IeMa04)

PROPER SHIPPING NAME HYDROCHLORIC ACIDy SOLUTION
HAZARD CLASS 3

UN/NA UN1789

LABELS CORROSIVE

(TM) AND (R) DESIGNATE TRADEMARKS.

N/A = NOT APPLICABLE OR NOT AVAILABLE

THE INFORMATION PUBLISHED IN THIS MATERIAL SAFETY DATA SHEET HAS BEEN COMPILED
FROM OQUR EXPERIENCE AND DATA PRESENTED IN VARIOUS TECHNICAL PUBLICATIONS. IT IS
THE USER'S RESPONSIBILITY TO OETERMINE THE SUITABILITY OF THIS INFORMATION FOR
THE ADOPTION OF NECESSARY SAFETY PRECAUTIONS. WE RESERVE THE RIGHT TO REVISE
MATERIAL SAFETY DATA SHEETS PERIODICALLY AS NEW INFORMATION BECDOMES AVAILABLE.

-- LAST PAGE ~--

BOE-C6-0209718



